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SpeedStream Wireless DSL/ Cable Router 





High-speed wireless sharing for your DSL/ Cable connection 



WIRELESS FREEDOM 

Seamless, standards based 11 Mbps wireless networking 
interoperates with other 802.11b compliant networks and devices. 
Available PCMCIA, USB, or PCI interfaces accommodate virtually 
any PC. Built-in, 3-port, 10/100 Ethernet switch easily integrates 
existing network devices. 



ENHANCED SECURITY 

WEP encryption and Network Address Translation (NAT) security helps 
protect sensitive data. Application-aware NAT tunneling supports 
Internet gaming and permits use of important applications such as 
video and IP telephony. Configurable access control lets you assign 
LAN user rights. 

WORKS WITH ANY BROADBAND CONNECTION 

Connects to existing DSL or cable modems, providing a cost-effective 
way to share a broadband connection. A Serial Comm Port also allows 
attaching a 56K dial-up modem— with auto fall back for fail-safe 
Internet connections. 
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The SpeedStream® Wireless DSL/Cable Router re-defines 
network boundaries. Together with an existing DSL or cable 
modem connection, this affordable, easy to use connection 
sharing solution brings the freedom of high-speed, wireless 
broadband connectivity to home and SOHO networks. Its 
comprehensive functionality provides vital firewall protection, 
IP sharing capabilities, and fundamental routing features that 
support popular protocols like NetMeeting and VPN. 

Available PCMCIA, USB, and PCI interfaces equip any PC, 
desktop or laptop, with un-tethered, free-to-roam networking. 
Encrypted transmission helps protect sensitive data, while full 
802.11b standards support assures interoperability with 
other 802.11b compliant devices worldwide. 

Add the extra value of the included print server and it's easy 
to see why the SpeedStream" Wireless DSL/Cable Router 
frees-up the broadband experience. 

Get a SpeedStream" Wireless DSL/Cable Router and liberate 
your broadband life! 
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Features and Benefits 

• 802.11b high-speed wireless connectivity up to 11 Mbps that easily integrates 
with other manufacturers' 802.11b compliant devices 

• Available SpeedStream" 802.11b network interfaces provide PCI, USB, and 
PCMCIA connectivity 

• Three 10/100 Switched Ports — Allows wired or wireless networking 

• Supports 128-bit WEP encryption, protecting sensitive network data 

• Firewall and NAT— Attack Pattern Recognition and Logging identifies and bio 
common hacker attacks while NAT shields private, internal IP addresses fro 
public view— protecting your home/SOHO network from unwanted access 

• WAN and LAN IP addresses are auto accepted/assigned and easily managed 

• Built-in Print Server makes it easy to share one printer with all your PCs 

• Serial Comm Port allows auto fall back to dial-up modem for fail-safe 
Internet connection 

• SpeedStream 1 " browser-based configuration wizard guides set-up and operation 
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To learn more about the SpeedStream® Wireless DSL/Cable Routers visit: 
www.speedstream.com 



Technical Specifications 

Power: External supply; Input- 120 VAC, 200 mA, 60 Hz; 
Output- 5 VDC, 500 mA 

Radio Technology: Direct Sequence Spread Spectrum (QPSK, BPSK, CCK) 
with dual antenna diversity system 

Frequency Band: ISM Band 

2.4 - 2.4835 GHz (for US, Canada) 

Operating Channels: 
IEEE 802.11b compliant 
11 channels (US, Canada) 

Data Rate: 1/2/ 5.5 /ll Mbps per Channel (auto fallback) 
Output Power: 13 dBm - 20 dBm (50 mW) (max) 
Receive sensitivity: 

Min. -76 dBm for 11 Mbps OBER 10E-5; 
Min. -80 dBm for 5.5/2/1 Mbps @BER 10E-5 

Typical Operating Range: 

Indoor: 30 M @11 Mps; 50 M @5.5 Mbps; 100 M @2 Mbps; 
120 M @1 Mbps 

Media Interface: 

(1) 10 Mbps RM5 for cable/DSL modem connection 

(3) 10/100 Switched RM5 for network connection (auto MDIX/MDI) 

(1) DB-9 Port for dial b/u 

(1) DB-25 Printer Port 

Router Functions: 

DHCP Server, DHCP Client, and NAT (Network AddressTranslation) 
Attack Pattern Recognition/Blocking and Attack Logging Supports VPN 
Tunneling via L2TP, PPTP, and IPSec pass-through 

Diagnostic LEDs: 

Power; WAN- lOBase-T link; 

WLAN- wireless link; LAN- 10/100Base-TX link and LAN activity 
lights provide easily understood network status indicators 

Standards: 

IEEE 802.3, IEEE 802.3u, and IEEE 802.11b compliant 

Certifications: 

FCC Part 15 Class B, CE 

Warranty: 

1 year parts and labor for hardware 

Additional year available with product registration 

System Requirements: 

Ethernet port or 802.11b network interface for each networked PC 
Supported OS: Printer port drivers for Windows* 95, 98, 98SE, 2000, 
Me*, NTM.l 

Compatible OS: Web based interface; Compatible with any OS that 
supports Netscape- or IE 4.0 and up web browsers, including Windows 8 , 
MacOS' *, and Linux' 4 *. 



* No technical support provided or implied for these operating systems. 
Driver software may or may not be included, available, or required. 
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